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The Company

LumaglassTM is a division of Westcrowns Contracting Services Ltd, part of 
the Westcrowns Group of Companies - established in 1873.

Lumaglass™ was developed by our in-house R&D department and has 
been trading for more than ten years as part of Westcrowns Contracting 
Services Ltd. As the newest division of a well established group, 
Lumaglass benefits from strong industry presence and stability, an in-
house CAD department and long standing, experienced operations and 
installation teams.

Soon after its conception, Lumaglass received accolades for ‘Innovation’ 
and has been awarded European and North American patents. The 
system continues to evolve utilising the latest lighting and animation 
technologies with the same research and development team involved 
in its creation continually working on design and performance 
advancements.

LumaglassTM trades throughout the UK and worldwide having undertaken 
projects in Kuwait City, Rotterdam, Malta and in the USA including New 
York, Chicago and Virginia, providing the latest technology in architectural 
glass delivered by a competent, highly experienced team from design to 
installation. 2
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The Product

Lumaglass™ systems are extremely flexible being of a modular assembly. 
Lumaglass™ has the capability to be installed internally or externally 
with panels aligned in either a vertical or horizontal format. An expansive 
range of glass finishes and lighting options allows for a variety of effects 
including a wash of colour across the glass or clearly defined lines over 
individual panels with colour change and animation options available. 
Various panel widths are also available in lengths of up to 7 metres 
tall. Illuminated channel glass can be assembled in straight or curved 
formations with the possibility of being installed at an angle or rake cut.

With many specification variants a wide array of aesthetic effects and 
performance figures are achievable. Lumaglass™ has been specified in 
various diverse applications including as glass facades, stairwell glazing, 
glass cladding, clerestory glass, as a focal point in interior designs, 
glass partitioning, glass walls, and incorporated into reception areas and 
desking. And with such a visually striking, versatile product, there are sure 
to be many more, yet to be realised, design possibilities.
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Glass Finishes, Colours and Light Diffusion 

Lumaglass™ has many aesthetic variations making it possible to create 
very different visual effects. 

A range of glass finishes makes it possible to manipulate how the light is 
dispersed within the system. A cast opal finish diffuses the light giving a 
wash of light, whereas a clear finish results in very definite lines of light 
and greater natural light filtration. 

Lumaglass™ utilises a number of lighting technologies dependent upon 
application environment and end purpose. Lights are available in a 
spectrum of colours and can be matched to corporate branding or other 
materials as desired. It is possible to use different colours within the one 
installation creating a multi-colour effect or to animate the lights for a 
colour change option. The colour temperature of our white screens can 
also be tailored to suit the ambience of its application environment. 

For an entirely different effect it is possible to colour coat the glass itself. 
This finish is fade resistant and fully UV stable. The internal illumination 
gives the coloured panels a bold, ultra eye-catching aspect.    
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Performance Considerations and Formation Options

A range of specification options allows the system to perform well in various 
environments.

Where required in external applications a glass fibre insulation material can be 
applied within the glass cavity to achieve increased thermal insulation properties 
and reduce solar gain. 

Panels can be installed in up to 7 metre lengths in continual runs and can be wind 
anchored in areas exposed to high wind loads. In curved installations a slim panel 
width and adapted framework can achieve a radius of 1.6 metre. 

Visible framing is very minimal, the system being contained in a perimeter frame. 
Where the system is required to incorporate corner details a glass to glass corner 
can be achieved leaving a clean sweep of glass and light.

Horizontally assembled panels can be specified where an uninterrupted vertical run 
of illuminated glass is desired exceeding 7 metres in height. The framework of the 
horizontal system allows the dead load to be transferred back to the structure. 

It is possible to tailor the lighting controls for the end user with dimmer switches, set 
operational times and remote controls. A low energy, electroluminescent light source 
is also available. 
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Contact us now for more information, we can 
assist from design conception and also offer a RIBA 
approved CPD Semniar for a comprehensive product 
overview. 

Lumaglass
Ashbury House 
6 Ashton Road
Rutherglen 
Glasgow 
G73 1UB

t: +44 (0)141 613 6060

e: info@lumaglass.co.uk

www.lumaglass.co.uk




